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Sun shield  
Protects lens from dust and bird 
droppings. Improves contrast in 
daytime use of the lantern.

Aluminium housing  
The aluminium housing 
is equipped with cooling 
elements on the back side of 
the enclosure.

Installation  
The lantern can easily be 
installed on a flat surface with 
four M10 size bolts.

High power LEDs  
The performance of the range 
light has been achieved thanks 
to high power LEDs with 
individual lenses.

Sabik LHC Controller  
When remote monitoring or 
more functionality is needed, 
like flash character, intensity 
setting etc. Sabik Lighthouse 
Controller can be used 
together with the light.

Light beam adjustment  
The direction of the light beam 
can be adjusted with 3 bolts. 
The 3 axis adjustment system 
enables both vertical and  
horizontal alignment.

Cable entry  
Cable entry and PTFE 
breathing vent are from the 
back of the lantern.

Sabik Easy Programmer
User friendly and compact 
wireless two-way programmer.

PDA Programmer 
Wireless two-way 
communication using a 
Windows based PDA with infra 
red port. Flash code, range and 
photocell switch level etc. can be 
set. The Programmer can also 
retrieve the event log.
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Technical Specification LO 200H

Main Technical Specification

Lens visual/Mechanical diameter 200 mm (8“)

Lens material UV stabilized Polycarbonate

Light source High Power Light Emitting Diodes (LEDs)

Lens divergence
(horizontal and vertical)

8° @ 50 % (± 1°) of peak intensity
15 @ 10% (± 2°) of peak intensity

Unit lifetime Up to 10 years

Weight 10 kg

Temperature range -40°…+60°C

Supply Voltage 20 – 30 VDC

Power consumption 50 watts

Degree of protection IP 66

Optical performance

Maximum fixed intensity

At full power
50 W

50.000 cd 70.000 cd 100.000 cd 50.000 cd
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Marine Lanterns
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Order Overview LO 200H

Product codes

Product Colour

LO 200HW white

LO 200HR red

LO 200HG green

LO 200HY yellow

Option matrix

Sabik LHC, External marine flasher

LHC Flasher c/w photocell

LHC controller with photocell, GPS sync incl. 
antenna, holder and coax cable

LHC controller with GSM/GPS, GPS and GSM 
antenna, holder and coax cable

LHC external IP 66 300x400x130 polycarbo-
nate enclosure with terminals
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